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MANUAL MINI GPS CAR & LOCATION FINDER 
       iX-G76 © www.innoxplore.com
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Attention 
First time usage (and in case last usage is more than 7 days ago), please keep the Car & Location Finder working in the open sky for three minutes to receive the satellite signal. Please keep the device in 1 position without moving.【Press “power” button to switch the device on so that it can start to search for available satellites, three LED indicator light will keep the loop rotating flashing, until the search finished only one LED will light.】
Application overview 
In the large parking lot, in the face of a large range of Cars, how to find your own? Or how to find your parking spot, hotel or for example the last metro station location, where you got off in a foreign city? GPS Car & Location Finder can help you to solve this problem through it’s stable and strong positioning feature to achieve the targeted location.  
Key Features
· Compact and ultra portable to carry, offered with keychain for attachment with Car keys 
· Stable and Powerful locating function at any time.
· Easy operation, just press the button to store location or start the track back to recorded location. 
· Can be used as a compass to point the right direction.
· Not just used in the Car –finding field, but also suitable for children or elderly people who can easily loose their way. 
Operating Instructions: 


How to record the position of your car or location: 
Step 1:   Press “power” button to switch on device. GPS Car & Location Finder starts to search for available satellites, 3 LED indicator light will keep the loop rotating flashing, until the location is determined, only one LED will light. The “beep” sound will also indicate and confirm the satellite receipt. 
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Step 2:   Hold down the "location" button for 2-3 seconds , when the eight LED indicator light will flash at the same time that show that GPS Car & Location have saved your location information and located successfully. The “beep, beep” sound will also indicate and confirm the location storage has been successful. 
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Step 3:   Hold down the ”power” button for 2~3seconds to directly turn off the power, or it may shut down automatically by itself after 10 minutes in order to save electricity.
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How to track back the position of your car or location: 
Step 1:   When to find their own Car, re-press the ”power” button, three LED indicator light will keep the loop rotating flashing, 2~3 seconds later one indicator will show you the direction of your recorded location, after then you can eventually find it. Within 20 meters of the stored location, the LED lights will start flashing faster. The “beep, beep, beep” sound will also indicate you are near to your stored location. 
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Device maintenance

In case this device is not used for a long time, it is possible to switch off the battery cell. 

When switching off the battery, it will remain in good condition. And the lifetime will be extended

considerably. 
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Interface
[image: image8.jpg]location power compass



[image: image9.png]Charge connection Battery Switch




Notes
· This product initial state is located in the off-position (Switch Off). For first time usage switch battery switch into 'On' position and push the 'Power button' to switch the device on. This device will enter the 'Compass' pattern. The device now needs a one time 360 degree rotating movement. After this the device has proceeded to the Compass to rectify the pattern (turn on a light in extension circle which will not stop). 

· GPS Car & Location Finder should be used in open & good signal areas, not indoors. 
· “Cold” start (4 hours later after location): it take about 60 seconds to find the signal.
· “Hot” start”(in 4 hours after location): it take less than 5 seconds to find the signal. 
· When haven’t used the GPS Car Finder for more than 7 days, it will take around 3 minutes to get the signal before determining the location. 
Remarks
· Compass function:
"Compass" is a very appropriate functionality, for example when in the mountain ,in forests, cross-country road ,the "Compass " can be used to find the direction. You can also switch to compass function when performing track back to find a stored location. 
· Compass correction:
Hold down the “Compass” button for 2~3 seconds, one LED indicator light will keep the loop rotating flashing, after 20 seconds, rotate 360-degree as described in the following picture. then one LED will point to the North.
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Specification
· Play time：3.5 - 5 hours
· Dimension：57*52*15.8MM
· Power consumption：180mA
· Power supply: 3.7V lithium cell or 5V USB power supply
Accessories
   GPS CAR & LOCATION FINDER, USB charging lines, User’s Manual.   







